
Precise displacement 
sensor, accurate to 10μm

Compatible with anesthesia 
mask or anesthesia adapter 
for inhalation anesthesia

LCD digital display, real-time 
shows displacement 
distance, accuracy 10μm

One key to reset, no 
secondary readings 
and calculations

Powered by AA battery, 
no electronic interference
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Desktop Digital Stereotaxic Instrument

Product configuration

A complete set of configurations consists of a desktop digital stereotaxic instrument, adaptor (page 13), ear bars (page 14),

holder (page 13) and anesthesia nosecone mask (optional for gas anesthesia, page 15). Single manipulator models can add

the manipulator-right (68410) to become dual manipulator models.

Desktop D igital S rereotaxic I nstrument

Holder

Adaptor

Ear  Bars

Nosecone  Mask

Complete Configuration=Stereotaxic Instrument+ Adaptor + Ear Bars + Holder + Nosecone Mask(optional for gas anesthesia)

Order Information:

Model

68803

68804

Product Description 

Desktop digital stereotaxic in strument, SGL M

Desktop digital stereotaxic in strument, Dual M

68409 3-Axis Digital Manipulator-Left

68410 3-Axis Digital Manipulator-Right

68861N Stereotaxic Base Plate, Standard

Remarks

68803B, 6 8804B i nclude

68803B, 6 8804B i nclude

68804B i nclude

Standard configuration, contains 68861N base, 
68409 3-axis digital manipulator-left, without adaptor, 
ear bars, holder and mask.

Standard configuration, contains 68861N base, 68409 3-axis 
digital manipulator-left and 68410 3-axis digital manipulator-right, 
without adaptor, ear bars, holder and mask.


