Portable/Rail Rat Stereotaxic Instruments

Scale range of Ear bars: 35mm with
1mm resolution; Ear bar slots with
vernier of 0.1mm resolution

D/V adjustment range for the
adaptor is 30mm, A/P
adjustment range is 43.5mm, ¢
with 0.1mm resolution  __

Replace the U-frame,
enlarge the operating
space, more

economical and reliable

Double M6 screws fixed

the base, more stable
68505

Height of the ear bar is 35.5mm Height of the ear bar:35.5mm

Optional AP Micro—driver (68104 see P56), the resolution of
Y-axis promoted to 50pum

Y-axis slide design, longer moving range: £ 100mm, 1mm resolution

Composition:
68505 and 68506 are a complete sets of stereotaxic (see figure), both containing 68021 rat adaptor, 68301 rat 18 ° ear bar, 68201 standard
holder, 68505 with the 68864S base plate and a 68401 three-dimensional manipulator - left, 68506 with the 68865S base plate and 68851 two-

dimensional manipulator - left.

Order Information: Order Information:
Model Product Description Model Product Description
68505 Stereotaxic for Rat, SGL M, Portable 68506 Stereotaxic for Rat, SGL M, Rail-type
68508 Stereotaxic for Rat, Dual M, Portable 68509 Stereotaxic for Rat, Dual M, Rail-tpye
68511 Stereotaxic for Rat, Digital and Portable, SGL M 68512 Stereotaxic Frame for Rat, Portable, SGL M
68514 Stereotaxic for Rat, Digital and Portable, Dual M 68515 Stereotaxic for Rat, Digital and Rail-type, Dual M
A 68864S Stereotaxic Base Plate for Rat, Portable, SGL M 68865S | Stereotaxic Base Plate for Rat or Mouse, Rail-type, SGL M o]
% 68864D Stereotaxic Base Plate for Rat, Portable, Dual M 68865D | Stereotaxic Base Plate for Rat or Mouse, Rail-type, Dual M %
9!- 68941 2-axis Manip for Rat Stereotaxic, Left Hand g"
E.
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