
Unique UP indicator to prevent incorrect operation

Small : 255mm x 255mmbase�plate

Specific fixed base for mice, fixed more quickly

The ear bars have 4 different fixed ways with 1mm 
resolution for scales.

Dorsal/Ventral adjustment range for 
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Portable Mouse Stereotaxic Instrument

The portable stereotaxic instrument cancels the traditional U-shaped frame, and the operation space is larger;

This type is specially designed for mouse. The height of the nose bar and ear bars can be adjusted from 0-20mm, which is 
convenient for adjusting the level of the skull;

The accuracy of non-digital models is 100 μm, and the accuracy of digital models is 10 μm.



Complete Configuration=Stereotaxic Instrument+ Nose Bar + Ear Bars + Holder + Nosecone Mask(optional for gas anesthesia)

Portable Mouse Srereotaxic Instrument

Nose B ar

Ear  Bars

Nosecone  Mask

Holder

09 10

24

A
n

im
a
l S

u
rg

e
ry

 a
n

d
 M

o
d

e
lin

g
 S

o
lu

tio
n

A
n

im
a
l 
S

u
rg

e
ry

 a
n

d
 M

o
d

e
li
n

g
 S

o
lu

ti
o

n

Product configuration

A complete set of configurations consists of a portable mouse stereotaxic instrument, nose bar, ear bars, holder (page 13) and 

anesthesia nosecone mask (optional for gas anesthesia, page 15). The single manipulator model cannot simply increase the right 

manipulator to become a dual manipulator model. If you already have a single manipulator model and need another manipulator,

 please contact us for an upgrade.

Order Information:

Model Product Description Remarks

68805

68806

68808

68033

68807

68313

68034

Portable Mouse Stereotaxic Instrument, SGL M
Standard configuration, non-digital model (accuracy is 100μm), 
including 68863S base, 68401 3-axis manipulator-left, without 
nose bar, ear bars, holder and mask.

Standard configuration, non-digital model (accuracy is 100μm), 
including 68863D base, 68401 3-axis manipulator-left, 68402 3-
axis manipulator-right, without nose bar, ear bars, holder and 
mask.

Standard configuration, digital model (accuracy is 10μm), including 
68863S base, 68409 3-axis digital manipulator-left, without nose 
bar, ear bars, holder and mask.

Standard configuration, digital model (accuracy is 10μm), including 
68863D base, 68409 3-axis digital manipulator-left, 68410 3-axis 
digital manipulator-right, without nose bar, ear bars, holder and 
mask.

Optional, the cross-sectional size of the nose bar is 5* 5mm.

Optional, including two tips of 45° and rubber, the cross-sectional 
size of the ear bars is 5*5mm.

Optional, including two tips of 18° and serrated, the cross-sectional 
size of the ear bars is 5*5mm.

Portable Mouse Stereotaxic Instrument, Dual M

Portable Mouse Stereotaxic Instrument, SGL M, Digital

Portable Mouse Stereotaxic Instrument, Dual M, Digital

Nose Bar For 68030 Mouse Adaptor

45°Ear Bars For 68030 Mouse Adaptor

18°Ear Bars For 68030 Mouse Adaptor


