
Dog/Monkey MRI Stereotaxic Instruments�(Customized)

Completely plastic materials, 
MRI compatible, also suitable 
for nuclear environment

Frame Bar centerline distance: 
178.5mm, A/P Bar length: 325mm.
A/P Bar scale: ±100mm (ear bar 
centerline) with 1mm resolution

A/P Bar: 
190mm(W) x 190mm(H)

Eye Bar A/P adjustment: 
95mm

Palate Bar A/P adjustment: 
80mm, D/V adjustment: 35mm

Base plate: 420mm(L) x 200mm(W)

Holds up to six 
manipulator arms

Combined with microdriver 
(68104, see P56), the 
resolution of vertical reading 
can be promoted to 50μm
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Model

68915

68941

68942

68944

68945

MRI Compatible Stereotaxic for dog/monkey/68081/Base Plate (Customized)

2-axis Manip for Dog/Monkey Stereotaxic, Left Hand

2-axis Manip for Dog/Monkey Stereotaxic, Right Hand

2-axis Digital Manip for Dog/Monkey Stereotaxic, Left Hand

2-axis Digital Manip for Dog/Monkey Stereotaxic, Right Hand

Adaptor/ear bar see P50-54

manipulator is not included

Product Description

Order Information:

Remarks




